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HPX-1600

B Black (FG550-BL)
Silver (FG550-SL)

COOHA

HydraPort is the first completely modular, retractable cable
connection system built to accommodate the diverse connection
needs of conference and meeting room visitors. This sleek,
elegant, ergonomic design features a retractable base station that
smoothly rises to expose device connections and recedes back
down and conceals the typical cable mess that can distract from

the business at hand. All this while each cable stays connected.

Boardrooms, conference rooms, meeting rooms or auditoriums
where equipment is permanently installed in the room and users
must connect to that equipment from a conference table or

lectern.

® Completely Two-Faced — To provide easy access, HydraPort
is double-sided and each side accommodates 8 A/V or
Data modules, 4 Power modules, 2 Keypad modules or any
combination of these.

® More Ways To Enovate — HydraPort incorporates the Enova
UPX Transmitters behind the scenes to support the Enova DVX
and AVX Total Environment Solutions.

¢ Elegant and Unassuming — The cable ring allows HydraPort to
retract flush with the table once connections have been made
without crimping or binding any connected cables. The typical
wire mess is concealed.

® No Electrician Required — The integrated IEC power inlet
assembly easily connects to four different power modules
providing international power support for virtually every country.

¢ Control The Room — Add Metreau or Novara Keypad modules
to add device, lighting, shade or climate control as well as
initiate pre-programmed events — all from the HydraPort
console.

¢ Simplifying the Installation — A sturdy, re-usable cutting
template and router bits are available to simplify the process of

cutting the table or lectern, ensuring a correct fit every time.
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ENVIRONMENT ACCESSORIES

www.amx.com/products/HPX-1600.asp

QUICK TIP
Build the perfect connection port for all your A/V, control, network,
and power requirements using the HydraPort Preview web application.

TRAINING AVAILABLE

For important installation, configuration and programming techniques,
AMX University training is available. Just visit www.amx.com/products/
HPX-1600.asp and click on the “Training” tab.

SPOTLIGHT: ENOVA

A new, innovative philosophy on how you think about A/V technology:
Enova is part of an evolution to collaborate, communicate and educate
using AV technology. Visit www.amx.com/enova/ to learn more.
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p A CLOSER LOOK: HYDRAPORT PREVIEW

h d t _ Module Options
ydrapor
connection preview 5{_"/“:{2 Control Modules

Network Modules
Job Details / \ AV Modules

e ] Power Modules
= ‘ / Blank Hoduies

Select from
pre-designed
combinations of
the most popular
modules to ensure
you have the right
connections.
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Hydraport

Color:

== = | Print both sides of your
connection port for reference,
to accompany a sales order,
for your records or to show
your customer.

Module Details I HPX-BOSO-L

Name:  HPX-B200

FG Number:  FG558-03

HPX-B100-L
Description:  Blank Panel - 2 M Height
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Your Price: /

AMX.com link:
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AMX Enova DVX-2100-HD
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HYDRAPORT CONNECTION MODULES

VIDEOD AUDIO

o O @ The HPX-AV100-CS+A module provides Composite video plus stereo audio

connectivity to the HydraPort chassis.

HPX-AV100-CS+A 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG552-10) www.amx.com/products/HPX-AV100-CSA.asp

The HPX-AV100-RGB+A module provides RGBHV video plus stereo audio

connectivity to the HydraPort chassis.

HPX-AV100-RGB+A 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG552-11) www.amx.com/products/HPX-AV100-RGBA.asp

The HPX-C5400-CS+A module provides Composite video plus stereo audio

connectivity to the HydraPort chassis and activates on button press.

HPX-C5400-CS+A 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG552-50-BL-K) www.amx.com/products/HPX-C5400-CSA.asp

The HPX-C5400-VGA+A module provides RGBHV video plus stereo audio

connectivity to the HydraPort chassis and activates on button press.

HPX-C5400-VGA+A 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG552-51-BL-K) www.amx.com/products/HPX-C5400-VGAA.asp

The HPX-C5400-CN+A module provides Component video plus stereo audio

connectivity to the HydraPort chassis and activates on button press.

HPX-C5400-CN+A 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG552-52-BL-K) www.amx.com/products/HPX-C5400-CNA.asp
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The HPX-N100-RJ45 module provides a single RJ-45 connection to the
HydraPort chassis.

HPX-N100-RJ45 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG553-01) www.amx.com/products/HPX-N100-RJ45.asp

The HPX-N102-RJ45 module provides two RJ-45 connections to the
HydraPort chassis.

HPX-N102-RJ45 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG553-02) www.amx.com/products/HPX-N102-RJ45.asp

The HPX-N100-USB module provides a single USB connection to the

HydraPort chassis.

HPX-N100-USB 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG553-11) www.amx.com/products/HPX-N100-USB.asp

The HPX-U100-BTN module provides discrete button control to the
HydraPort chassis.

HPX-U100-BTN 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG554-01) www.amx.com/products/HPX-U100-BTN.asp

The HPX-U200-MOD module provides a connection for a Modero Table Top
Touch Panel to the HydraPort chassis.

HPX-U200-MOD 2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-81) www.amx.com/products/HPX-U200-M0D.asp

The HPX-U400-MET-6N module is a Metreau 6-Button keypad in a carrier that

allows it to be installed into the HydraPort chassis.

HPX-U400-MET-6N 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-11-BL-K) www.amx.com/products/HPX-U400-MET-6N.asp
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The HPX-U400-MET-7 module is a Metreau 7-Button keypad in a carrier that

allows it to be installed into the HydraPort chassis.

HPX-U400-MET-7 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-13-BL-K) www.amx.com/products/HPX-U400-MET-7.asp

The HPX-U400-MET-13 module is a Metreau 13-Button keypad in a carrier that

allows it to be installed into the HydraPort chassis.

HPX-U400-MET-13 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-12-BL-K) www.amx.com/products/HPX-U400-MET-13.asp

The HPX-U400-CP-1008 module is a Novara 8-Button (US) ControlPad
H a designed to install directly into the HydraPort chassis.

HPX-U400-CP-1008 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-71-BL) www.amx.com/products/HPX-U400-CP-1008.asp

The HPX-U400-SP-08-AX module is a Novara 8-Button (US) AxLink KeyPad
designed to install directly into the HydraPort chassis.

HPX-U400-SP-08-AX 4 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG554-51-BL) www.amx.com/products/HPX-U400-SP-08-AX.asp
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The HPX-P200-US module provides power connectivity for US plug types to
the HydraPort chassis.

HPX-P200-US 2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG551-01) www.amx.com/products/HPX-P200-US.asp

The HPX-P200-UK module provides power connectivity for UK plug types to
the HydraPort chassis.

HPX-P200-UK 2 1/2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG551-11) www.amx.com/products/HPX-P200-UK.asp

The HPX-P200-EU module provides power connectivity for EU plug types to
the HydraPort chassis.

HPX-P200-EU 2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG551-21) www.amx.com/products/HPX-P200-EU.asp

The HPX-P200-AU module provides power connectivity for EU plug types to
the HydraPort chassis.

HPX-P200-AU 2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG551-31) www.amx.com/products/HPX-P200-AU.asp

Blanks are available for unused slots in the HydraPort chassis.

HPX-B050 1/2 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG558-01) www.amx.com/products/HPX-B050.asp

Blanks are available for unused slots in the HydraPort chassis.

HPX-B100 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG558-02) www.amx.com/products/HPX-B100.asp
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© January 2010 AMX. All rights reserved. AMX does not assume ity for any errors or omission:




42

ENVIRONMENT ACCESSORIES

Blanks are available for unused slots in the HydraPort chassis.

HPX-B200 2 HydraPort Units (8 total HydroPort units on each side of the chassis) (FG558-03) www.amx.com/products/HPX-B200.asp

The HPX-BO50-L is a blank panel that is pad printed with custom text, and are

available for labeling slots in the HydraPort chassis.

HPX-B050-L 1/2 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG558-11) www.amx.com/products/HPX-B050-L.asp

The HPX-B100-L is a blank panel that is pad printed with custom text, and are

available for labeling slots in the HydraPort chassis.

HPX-B100-L 1 HydraPort Unit (8 total HydroPort units on each side of the chassis) (FG558-12) www.amx.com/products/HPX-B100-L.asp

The HPX-AC-SB is a stop block used to limit expansion of a partially-filled

chassis to only expose the populated modules.

HPX-AC-SB (FG559-01) www.amx.com/products/HPX-AC-SB.asp

The HPX-AC-MB metal plate mounts under the table adjacent to the

HydraPort chassis to support a sideways mounting of hardware devices such
as an NI-700.

HPX-AC-MB (FG559-21) www.amx.com/products/HPX-AC-MB.asp

The HydraPort Installation Tool Kit includes a sturdy, re-usable cutting
template and router bits to simplify the process of cutting the table or lectern,

ensuring a correct fit every time.

HPX-AC-TK (FG559-90) www.amx.com/products/HPX-AC-TK.asp
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